
Fräsch was founded on the belief that creating healthy and 
beautiful office environments leads to a happier and highly 
motivated workforce.

STRATAWOOD®
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STRATAWOOD
Acoustic Panel with Linear Wood Slats

Combine the high-perofrming acoustical capabilities of 
PET felt with the natural and pleasing aesthetic of wood. 
Create a linear  design that can carry from ceiling to wall. 
Installation is a snap - glue or screw directly to any existing 
ceiling or wall. STRATAWOOD comes in four wood-grain 
options with a True Black PET backing.

Application Ceiling and Wall Acoustic Panel

 23.75”

Default: STRATAWOOD comes ready to glue or nail 
to ceiling or wall

96” 0.87”
L W H WEIGHT

Hardware

9 mm 100% PET, 
MDF, Wood Veneer

ASTM E84 Class B 

PET utilizes 55%Post-Consumer Recycled 
Content and is 100% recyclable
Low VOC
CARB-approved TPC
FSC Chain of Custody Certified

Material Content

Warranty

STRATAWOOD comes ready to glue  or screw directly to any 
existing ceiling or wall. Screw directly on studs, and fit the 
screws between slats. Alternatively, STRATAWOOD can be 
cut to fit into a T-Grid similar to a typical dropped ceiling tile.

Installation

Acoustics

Flammability

Environment

STRATAWOOD 
Single Panel

Test reflects material ratings. Product testing according to 
standard mounting procedures coming soon.
All NRC testings assumes one face/one object and does not 
account for the product thickness.

27 lbs

2 Years

Stratawood (22mm) no air gap: NRC = 0.55
Stratawood (22mm) 1” air gap: NRC = 0.70
Stratawood (22mm) 2” air gap: NRC = 0.80

Slat Width: 24.6mm –  24.7mm
Spacing Width: 15mm
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* Two-year limited warranty guarantees all of our products are free from defects in the materials and 
maintain their quality of craftsmanship. See our two-year warranty sheet for full details.

STRATAWOOD
AVAILABLE DIMENSIONS
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